
250mm(9.84in) 320mm(12.60in)

INDU WALL PACK 1
15W

INDU WALL PACK 2
35W

201mm(7.91in) 257mm(10.12in)

117mm(4.61in) 130mm(5.12in)

1.3 kg(2.87lb) 2.0kg(4.41lb)Weight

C

B

A

INDU WALL PACK

Installation Instructions

09
IP65ta:50°C

THD <20% without dimming the luminaire
In-rush current: Cold start max. 60A (twidth=350μs) @230VAC

A

B

C

安装需要得到相关资质人士的指导。室内、户外
均可使用。灯具必须接地，地基可承重该灯具。
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INDU WALL PACK 1
INDU WALL PACK 2
INDU WALL PACK 1

INDU WALL PACK 1

INDU WALL PACK 1

INDU WALL PACK 1

INDU WALL PACK 1

INDU WALL PACK 2

INDU WALL PACK 2

INDU WALL PACK 2

INDU WALL PACK 2

INDU WALL PACK 2

Maximum number of luminaires per MCB
Input voltage: 220-240VAC

Product name and size Dimming Type

Product name and size Dimming Type

NoDim

1-10V

MCB B type

MCB C type
DALI

NoDim

NoDim
NoDim

1-10V
1-10V

1-10V

DALI
DALI

DALI

Sensor version



The light keeps o� during daytime even 
when movement is detected. (Ambient 
lux level is above preset daylight 
threshold)   

With movement and insu�cient ambient 
lux level, the light is triggered on by the 
detector. 

If there is no more movement, the light 
turns o� automatically a�er hold-time 
preset. 

b

a

2g 2h

15 kg

2e
2x1.0mm² Ø12mm Ø6~Ø8mm

3x1.0mm²

1-10V

AC

Type of cable Ø

Ø16mm

Suitable Wire diameter

Ø6~Ø10mm

x4

1.5±0.1 Nm

A

D

B2xCIP65

a

Cable

b

x5

T10

2a 2b

x5

T10

b

a

5ST4.2*2

4xA

Screw

4xB

Washer

8xC

Rubber ring

Ø Ø

M12

1xD

Cable gland

2d

12.5mmØ

The insulation between dimmable circuit and primary 
circuit is reinforced insulation.

2c

N L

2f

Grey
DIM-

Purple
DIM+

DIM- DIM+ N L

1-10V /DALI

N L
-DIM

+
DIM

1d

6*30mm
x4

Ø

1e

1g

b

a

1h 1i

x5

T10

15 kg

1f
3x1.0mm²

Type of cable Ø

Ø16mm

Suitable Wire diameter

Ø6~Ø10mm

x4

1.5±0.1 Nm

AB2xCIP65

a

Cable

b

Ø

ST4.2*25

4xA

Screw

4xB

Washer

8xC

Rubber ring

Ø Ø

N L

N L

1. Sensitivity
Sensitivity can be adjusted by 
selecting the combination on 
the DIP switches for di�erent 
applications. 

Hold-time refers to the time 
period that the light remains 
100% on if no more movement 
is detected. 

2. Hold-time 3. Daylight threshold
Di�erent daylight threshold can 
be preset on DIP switches.
Light will always turn on upon 
movement if daylight sensor  is 
disabled. 

100%
75% 
50%
25%
10%

30min
20min
6min

90s
30s
10s

Disabled
50lux 
30lux
10lux 
5lux

Detection area to pervent 
from turning OFF

Detection area for turning ON

1 2 3 4 

1 
2 

3 
4 

1 
2 

3 
4 

5 6 7 8 9 
Wall mounting (m) 

he
ig

ht
 (m

) 

40
mm

Ø6
x4

15W:105mm
35W:125mm

15W:155mm

35W:195mm

1a

Non-dimmable

1b 1c

b

a

x5

T10

N L
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